
COMFORT PLUS™ TEXTILE HARNESS AND ONETOUCH™ SLIP RACHET

REPLACEMENT EVO® HELMET HARNESS SLIP RATCHET

CONFORMITY
When fitted to a JSP Industrial Safety Helmet, the helmet 
conforms to EN397, EN50365 or ANSIZ89

DIMENSIONS  OF HARNESS
Width: ??mm

Length: ???mm

Weight: ??g (Approx.)

TECHNICAL
SPECIFICATION

HEAD PROTECTION
ACCESSORIES

LIMITATIONS OF USE
The attention of users is drawn to the dangers of modifying or 
removing any of the original component parts, other than as 
recommended by the manufacturer

The chin strap, when in contact with the skin may cause allergic 
reactions to susceptible individuals

If this occurs leave the hazard area, remove the cap and seek 
medical advice

This harness should only be fitted to JSP head protection devices
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COMPATIBLE WITH:

WEBBING HARNESS:
HDPE Strap & Webbing Clips 

with Polyester Webbing Straps

FITTING ADJUSTMENT

FITTING ADJUSTMENT

FITTING ADJUSTMENT

FITTING ADJUSTMENT

FITTING ADJUSTMENT

FITTING ADJUSTMENT

FITTING ADJUSTMENT

SLIP RATCHET:
OneTouch™ Slip Ratchet is 

so simple to fit that it can be 
adjusted with just one finger

CHAMLON™ SWEATBAND:
Egyptian cotton core with porous 
PU coating for maximum sweat 

absorption. PH neutral, 
dermatologically tested

INSTRUCTIONS FOR USE
Fit helmet on head and fasten webbing harness strap to ensure 
correct fit

CLEANING & MAINTENANCE
The harness may be cleaned with soap and warm water and dried 
with a soft cloth

Do not clean with chemical or abrasive cleaners

The harness should be stored out of direct sunlight away from 
chemicals and extremes of temperature


